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NOTES;
1) WELD PER AW.S. D1.1-92

2) THERMALLY STRESS RELIEVE FOR
DIMENSIONAL STABILITY AND REDUCTION
OF PEAK STRESS. AFTERFINAL WELD
AND BEFORE FINISH MACHINING BY
AN A.N.L. APPROVED METHOD.

3) DIMENSIONS IN BRACKETS [] ARE REFERENCE ONLY.
4) USED ON #P4105090506-210000

5) COMMERCIAL GRADE CLEAR ZINK PLATE

\ 8x .2 x45

CHAMFER

2.02[51.2

.75 [19.05]

2x

- 4.31[109.54]

3x .375-16

63[15.87]

3x .375-16 UNC-2B
THRU BOTH WALLS

213[5.42]

3x .375-16 UNC-2B x 1.0 ¥

POTTER/BARR, 6/94;

T6 TOP CROSS BRACE, LONG

4 PLATE AISI C-1018 HR 2
3 PLATE AISI C-1018 HR 2
2 PLATE AISI C-1018 HR 2
1 RECTANGULAR TUBE, 2 x 3 x 5/16 WALL CARBON STEEL 1
A18959
s :
oos MCcCONOLOGUE |5/16/¢
125
T6 OPTICAL TABLE
ASSEMBLY

| P4105090506-210004-00

| 2
SEE PARTS LIST _11| D
| |

1




